
LICENSED LAND SURVEYORS & ENGINEERS

www.calibregroup.com

T  03 9203 9000

F  03 9203 9099

CALIBRE CONSULTING (MELB) PTY LTD

Level 2, 55 Southbank Boulevard

Southbank VIC 3006

CALIBRE GROUP

Stage 41
Armstrong MtDuneed DEVELOPMENT

AREA: 1.491ha NO.OF LOTS: 19
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THE REGISTERED PROPRIETOR OR PROPRIETORS FOR THE TIME BEING OF A LOT ON THIS PLAN OF SUBDIVISION HIS HEIRS

EXECUTORS ADMINISTRATORS AND TRANSFEREES SHALL NOT AT ANY TIME ON THE SAID LOT OR ANY PART OR PARTS THEREOF:

(i)    BUILD OR CAUSE TO BE BUILT OR ALLOW TO BE BUILT OR ALLOW TO REMAIN MORE THAN ONE PRIVATE

       DWELLING-HOUSE (WHICH EXPRESSION SHALL INCLUDE A HOUSE, APARTMENT, UNIT OR FLAT);

(ii)   BUILD OR CAUSE TO BE BUILT OR ALLOW TO BE BUILT OR ALLOW TO REMAIN A DWELLING-HOUSE

       OR ANY OTHER IMPROVEMENTS, OR CARRY OUT CAUSE TO BE CARRIED OUT OR ALLOW TO BE CARRIED

       OUT ANY BUILDING OR CONSTRUCTION WORKS ON THE LOT UNLESS:

       (A)  COPIES OF BUILDING PLANS, ELEVATIONS, ROOF PLAN, SITE PLAN (INCORPORATING SET-BACK

             FROM ALL BOUNDARIES, BUILDING ENVELOPE, EXISTING CONTOUR, PROPOSED FINISHED FLOOR

             LEVELS AND SITE LEVELS, ALL PROPOSED DRIVEWAYS AND PATHS, DETAILS OF FENCES AND OUTBUILDINGS

             AND

             LANDSCAPING) AND SCHEDULE OF EXTERNAL COLOURS AND MATERIALS ("PLANS") HAVE BEEN SUBMITTED

             TO THE DESIGN ASSESSMENT PANEL CARE OF STEPHAN P. KOSA & ASSOCIATES P/L, PO BOX 356,

             MONT ALBERT, VIC 3127 OR SUCH OTHER ENTITY AS MAY BE NOMINATED BY THE DESIGN ASSESSMENT PANEL

             FROM TIME TO TIME;

       (B)  THE PLANS COMPLY WITH THE APPROVED DESIGN GUIDELINES AND BUILDING ENVELOPES ISSUED IN ACCORDANCE

              WITH PLANNING PERMIT 496-2012 OR ANY SUBSEQUENT PERMIT, A COPY OF WHICH CAN BE OBTAINED FROM THE

               WEBSITE  AT www.armstrongmtduneed.com.au; AND

       (C)  THE DESIGN ASSESSMENT PANEL OR SUCH OTHER ENTITY AS MAY BE NOMINATED BY THE DESIGN

              ASSESSMENT PANEL FROM TIME TO TIME HAS GIVEN ITS WRITTEN APPROVAL TO THE PLANS PRIOR TO THE

              COMMENCEMENT OF WORKS;

(iii)  BUILD OR CAUSE TO BE BUILT OR ALLOW TO BE BUILT OR ALLOW TO REMAIN STANDING A DWELLING-HOUSE WITH A FLOOR

       AREA OF LESS THAN:

       (A)  160 SQUARE METRES IN THE CASE OF A LOT HAVING AN AREA OF 500 SQUARE METRES OR GREATER; OR

       (B)  130 SQUARE METRES IN THE CASE OF A LOT HAVING AN AREA OF 400 SQUARE METRES OR GREATER BUT LESS THAN

              500 SQUARE METRES; OR

       (C)  100 SQUARE METRES IN THE CASE OF A LOT HAVING AN AREA OF 300 SQUARE METRES OR GREATER BUT LESS THAN

               400 SQUARE METRES; OR

       (D)  75 SQUARE METRES IN THE CASE OF A LOT HAVING AN AREA OF LESS THAN 300 SQUARE METRES.

FOR THE PURPOSES OF CALCULATING THE FLOOR AREA OF A DWELLING HOUSE THE AREA OF THE GARAGES, TERRACES,

PERGOLAS OR VERANDAHS SHALL BE EXCLUDED.

(iv)   BUILD OR CAUSE TO BE BUILT OR ALLOW TO BE BUILT OR ALLOW TO REMAIN ANY FENCING:

         (A)  ALONG A FRONT STREET BOUNDARY; OR

         (B)  BETWEEN THE FRONT STREET BOUNDARY AND THE BUILDING LINE; OR

         (C)  UPON A SIDE OR REAR BOUNDARY OF A LOT EXCEPT A FENCE:

                 a. WHICH IS CONSTRUCTED OF TIMBER PALINGS WITH EXPOSED POSTS CAPPED ACROSS THE

                     TOP OF THE PALINGS;  AND

                 b. WHICH DOES NOT EXCEED 1.8 METRES IN HEIGHT EXCLUDING A SCREEN ERECTED TO MEET THE

                     REQUIREMENTS OF PART 4 OF THE BUILDING REGULATIONS 2006 IN RELATION TO OVERLOOKING.

(v) SUBDIVIDE OR CAUSE TO SUBDIVIDE OR ALLOW TO BE SUBDIVIDED THE BURDENED LAND.

(vi) ALLOW ANY OF THE ABOVE RESTRICTIONS TO BE CHANGED OR AMENDED UNLESS OTHERWISE APPROVED IN WRITING BY THE

      RESPONSIBLE AUTHORITY AND THE DESIGN ASSESSMENT PANEL.

THIS RESTRICTION SHALL CEASE TO HAVE EFFECT 10 YEARS AFTER THE DATE OF REGISTRATION OF THIS PLAN.

LAND TO BENEFIT:      LOTS 4101 TO 4119 (BOTH INCLUSIVE)

LAND TO BE BURDENED: LOTS 4101 TO 4119 (BOTH INCLUSIVE)

UPON REGISTRATION OF THIS PLAN THE FOLLOWING RESTRICTION IS CREATED



LAND TO BENEFIT:      LOTS 4101 TO 4104, 4106 TO 4109 & 4111 TO 4114 (ALL INCLUSIVE)

LAND TO BE BURDENED: LOTS 4101 TO 4104, 4106 TO 4109 & 4111 TO 4114 (ALL INCLUSIVE)

UPON REGISTRATION OF THIS PLAN THE FOLLOWING RESTRICTION IS CREATED
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THE REGISTERED PROPRIETOR OR PROPRIETORS FOR THE TIME BEING OF ANY BURDENED LOT ON THIS PLAN MUST NOT AND

MUST NOT PERMIT ANY OTHER PERSON UNDER ITS CONTROL OR DIRECTION TO:

 1. CONSTRUCT OR PERMIT TO BE CONSTRUCTED ANY DWELLING ON A BURDENED LOT EXCEPT IN ACCORDANCE

     WITH THE FOLLOWING SPECIFICATION:

 A. EXTERNAL WALLS TO BE CONSTRUCTED OF BRICK VENEER WITH ANY LIGHT-WEIGHT INFILLS TO BE CLAD  WITH

               COMPRESSED FIBRE CEMENT SHEET OF NOT LESS THAN 9 MILLIMETRES THICK.

 B. THE ROOF MUST BE OF CEMENT TILE OR OF NOT LESS THAN 6 MILLIMETRE STEEL ROOFING.

 C. CEILINGS:

(I) BEDROOM CEILINGS ARE TO BE LINED WITH 2 LAYERS OF PLASTERBOARD OF NOT LESS THAN 13 MILLIMETRES

                         THICKNESS.

(II) CEILINGS TO OTHER SPACES ARE TO BE LINED WITH 1 LAYER OF PLASTERBOARD OF NOT LESS THAN

                         10 MILLIMETRES THICKNESS.

(III) ALL CEILINGS ARETO BE INSULATED BY MEANS OF 14KG/CUBIC METRE GLASSWOOL OR POLYESTER  BATTS OF NOT

                           LESS THAN 200 MILLIMETRES THICK.

D. WINDOWS ARE TO BE OF SINGLE LAMINATED PANE OR DOUBLE GLAZING WITH 6/8/4 CONFIGURATION SEALED BY TIGHT

               FITTING  RUBBER OR NEOPRENE COMPRESSION SEALS.

E. DOORS:

(I) ANY DOOR ON A FACADE FACING TO THE NORTH MUST BE A SOLID-CORE TIMBER DOOR WITH ACOUSTIC SEALS AND

                         MUST BE   NOT LESS THAN 40 MILLIMETRES THICK.

(II) ON OTHER FACADES ANY DOOR CONTAINING GLAZING, SUCH GLAZING MUST BE OF SINGLE LAMINATED PANE OR

                          DOUBLE GLAZING  WITH 6/8/4 CONFIGURATION SEALED BY TIGHT FITTING RUBBER OR NEOPRENE COMPRESSION

                          SEALS.

F. VENTILATION:

    PROVISION SHOULD BE MADE FOR THE MAINTENANCE OF ADEQUATE VENTILATION WHEN THE WINDOWS AND DOORS

              FACING NORTH ARE CLOSED.

2. CONSTRUCTION OF DWELLINGS MAY VARY FROM THESE SPECIFICATIONS PROVIDED THAT WRITTEN ADVICE IS  FIRST OBTAINED

    FROM  A QUALIFIED ACOUSTIC CONSULTANT WHICH CONFIRMS THAT THE ALTERNATIVE TREATMENT IS OF EQUIVALENT

    EFFECTIVENESS OR MORE  EFFECTIVE IN ACHIEVING ACCEPTABLE INTERNAL NOISE LEVELS.


