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STREET  NAME R RESERVE WATER SEWER GAS ELECTROTY 1] FBRETOTHEHOME 4f o o | e rmenching
' DW NDW RISING MAIN CABLES POLES || FTTH CABLES | FTTHPITS 1| ©°
I I
RAINWATER ROAD (Lot 853) 18.00 315 E 210 180 € 225E 54L0E  |0.90BOK || 3.75E 375 1| 150t G/DW/NDW & FTTH/E
RAINWATER ROAD (West of Sustain Cct) | 18.00 315N 270N 180 N 225N 3.90 N 090 BOK 1| 375N 375N | Varies G/DW/NDW & FTTH/E
I f
~ RAINWATER ROAD (Lots 836-842) 18.00 315N 270N 180 N 225N LTON  [090BOK | 375N 375N 1] 5% G/DW/NDW & FTTH/E
g RAINWATER ROAD (Lot 843) 18.00 315 N 270 N 180 N 225 N 410 N 0.90BOK | 375N 35N | 58S G/DW/NDW & FTTH/E
f
8 CONSERVATION WAY 16.00 2.95N 250 N 155 N 210 N 2208 090 BOK || 1805 180N 1l 5508 G/DW/NDW & FTTH/E
i ; | Z20N
NOTE: MELBOURNE WATER @150 SUSTAIN CIRCUIT (Lots 860-862) 16.00 295 250 155 € 210 220w | 090 BOK i 180 W 180E ) 50 G/DW/NDW & FTTH/E
TRUNK DRAIN (PITS 1-12) PART SUSTAIN CIRCUIT (LOTS 834-836) 13.50 290 245E 155 € 2.00 E L30E 090 BOK || 350E 350E 1| g5F G/DW/NDW & FTTH/E
OF SEPARATE CONTRACT : :
SUSTAIN CIRCUIT (Lots 801-859) 16.00 2.95N 250N 155 N 210N 220S 0.90BOK || 180S 180N || sa0¥ G/DW/NDW & FTTH/E
e e ! - .
—/ i
N FTTH to be confirmed o e
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’:j PROVIDE SPEED HUMP WITH CHARCOAL - —
COLOURED SKID RESISTANT SURFACE.
= REFER CITY OF CASEY STANDARD I_ 0 C A I_ I T Y P I_ A N
= @ $-813 FOR DETAILS. 15000
D GRADE TEMPORARY CHANNEL AT '
Lg B — MIN 1IN 500 TO EXISTING CHANNEL.
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(REFER DETAIL SHEET 2)
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—' SHARED PATH
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HD VEHICLE CROSSOVER.
REFER ECDM503
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LEVEL AT 1in6
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PROVIDE STUB FOR
FUTURE EXTENSION

PROVIDE ‘NG ROAD" SIGN
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Q PROVIDE CONCRETE
D EDGE PROTECTION STRIP
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AND ROW OF AG's

BATTER TO EXISTING
LEVEL INSIDE PROPOSED
LOTS AT 1in 6
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SHT. DRAWING INDEX
VER PROVIBE SPEED HUMP WITH CHARCGCAL
NO DESCRIPTION COLOURED SKID RESISTANT SURFACE.
REFER CITY OF CASEY STANDARD
S-813 FOR DETAILS.
1 F | LAYOUT PLAN AND DETAILS
2 B | NOTES AND TYPICAL CROSS SECTIONS
3 B | INTERSECTION DETAILS - SHEET 1 3
L B | INTERSECTION DETAILS - SHEET 2 5%
5 B | RAINWATER DRIVE - LONGITUDINAL & CROSS SECTIONS | PROVIDE CONCRETE
EDGE PROTECTIQN STRIP
6 B RAINWATER DRIVE - LONGITUDINAL & CROSS SECTIONS AND ROW OF AG's
7 B | SUSTAIN CIRCUIT - LONGITUDINAL & CRGSS SECTIONS D e o oo
8 B | SUSTAIN CIRCUIT - LONGITUDINAL & CROSS SECTIONS
9 B | CONSERVATION WAY - LONGITUBINAL & CROSS SECTIONS -
10 C | DRAINAGE LONGITUDINAL SECTIONS - SHEET 1 23
BL20.23 =S
1 C | DRAINAGE LONGITUDINAL SECTIONS - SHEET 2 TOP 2028 ~R
\N
..  FUTURE
12 C | DRAINAGE LONGITUDINAL SECTIONS - SHEET 3 STAGE 7
13 C | DRAINAGE LONGITUDINAL SECTIONS - SHEET &
14 C | DRAINAGE LONGITUDINAL SECTIONS - SHEET 5
Top 20.28 P 2 °
15 C | SIGNAGE AND LINEMARKING PLAN o 20l - @ IS
BL20.12 ~ Sig EANES
LEGEND LOT FALL T ~\ e = i >l ;
C \| DIAL BEFORE 1 = EXISTING STAGES
PROP DRAINAGE —a- LOT LEVEL - F.S. / EXIST Ut W -\ | A fa> °
EXIST DRAINAGE . , You D'G 1
DRAINAGE PIT/DIA./FLOW (20) 3008 — F.S. AT BUILDING LINE Bt N 1100 |1
N oon www. .com.au
PROPERTY INLET - TOP 7 TOE OF BATTER (0 P e J LENGTHS ARE IN METRES 719 cato street
HOUSE BRAIN —H— H KERBING TYPE B2 B3 M 5!—:—— PLAN breese pltt d Ixon pt>/' ”-d hawthorn east, 3123
RETAINING WALL DRAIN — RW— LOT BDY CHAINAGE CHXXX XX ATTENTION TO CONTRACTOR 10 5 0 10 20 40 — F | 07/05/19 | HOUSE DRAIN & WATER TAPPING UPDATED LOTS 828-835 and . . telephone 8823 2300
PROP/EX/FUT SEWER S SCALE 1 :500 (A1 : and surveyors CIvil endglineers
LOTS EASEMENT :
PROP/EX/FUT WATER W STREET SIGN 0 1. ITIS THE CONTRACTORS RESPONSIBILITY TO ENSURE THAT THE DIGITAL PLAN, (A1) E | 13/12/18 | CUT FILL HATCH ADDED y d fax no. 8823 2310
PROP/EX/FUT 100mm CONDUIT GW PROVIDED FOR SETOUT PURPOSES, MATCHES THE TBM COORDINATES SHOWN. 215 150/ m718 | ADDITIONAL DGE BRANCH (45-511 LOT LEVELS 801820 | MELWAY REF MUNICIPALITY
PROP RETAINING WALL LINEMARKING = B _ 129-C6 A Q U A R E V O E S T A T E
EXIST RETAINING WALL 2. CONTRACTOR TO ENSURE THAT THE SITE IS PEGGED AND OR SET OUT CHECKED BY WARNING = CURVEY CASEY
DRIVEWAY S| | 26711718 | DRAINAGE OUTLET (1-2) RE-ALIGNED BPD
EXIST HP OIL THE LICENCED SURVEYOR RESPONSIBLE FOR CERTIFYING THE PLAN OF SUBDIVISION z STAGE 8
EXIST TELECOMS PRIOR TO UNDERGROUND INFRASTRUCTURE BEING INSTALLED. BEWARE OF UNDERGROUND SERVICES DESIGH REFERENCE
PSM N2 B | 23/10/18 | SPEED HUMP (LOT 839) AND ADDITIONAL FENCING ADDED
1009 IRRIGATION CONDUIT M 3. WHERE CONCRETE WORKS ABUT A SEWER ACCESS CHAMBER SURRGUND OR SIMILAR AR MATE ONLY AND THER EXACT POSITION OUT P 8766 E
. APPROXIMATE ONLY AND THEIR EXACT POSITION DRAWN LAYOUT PLAN AND DETAILS 08
FILL - PROP / EXIST | N | REMOVE EXIST TREE STRUCTURE, AN EXPANSION JOINT OF APPROVED MATERIAL SHALL BE PROVIDED SHOULD BE PROVEN ON SITE. NO GUARANTEE IS A | 77710718 | 1SSUED FOR CONSTRUCTION
CUT - PROP / EXIST PR Y | | BETWEEN THE TWO FACES. GIVEN THAT ALL EXISTING SERVICES ARE SHOWN. virl  oate REMARKS CHECKED SCALE A< Shown DATUM b DATE  ctig SHEET 4 OF 15 F
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